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SCP 10G-FP-U is commonly used for quick & easy termination 
of Cat6 and Cat5 solution. Ideal for all unshielded terminations 
Cat5/6/6a 568a or 568b wiring. Supports 22-26 AWG solid 
conductors.

Highly recommended for PoE applications. Ideal solution for 
solving ground looping issue when evident. Simply replace 10g 
shielded connector with SCP 10G-FP-U at location of HDMI 
balun behind TV solving audio issues from ground looping.
     
The tool-less method saves time and provides 100% acuracy 
for all 8 wires being terminated properly every time. Installer 
friendly with no special tools required.

PRODUCT DIMENSIONS
SIZE:  1.79" D x 0.5” H x 0.55 W
           45.5 mm D x 12.6mm H x 14mm W 
         
 

Supports up to 10g
Exceeds cat5/6 channel performance
Ideal for PoE applications
Supports 22-26 AWG solid conductors
Supports 23-27AWG starnded conductors
Printed circuitry offers better performance
50μ gold 
Easy to terminate
Clear housing with black strain relief
Strain relief trimmable for multi diameter cable size
Fits inside Neutrik connectors
Solution for ground looping issues when evident
ROHS compliant
UL listed
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FEATURES & BENEFITS

SCP PART#:
10G-FP-U

UNSHIELDED PROGRADE 10GBASET RJ45 FIELD PLUG- CAT7/7A, CAT6A, CAT6 
22-24 AWG, TOOLESS, 1 PIECE DESIGN, ISO/IEC CLASS EA RATED, HDBASET 
POE+ COMPLIANT, UL RATED- 1 EA/BAG, MASTER PACK 10 PIECES

CONFIGURATION

Part #
10G-FP-U
10G-FP

Description
10G FIELD PLUG UNSHIELDED CAT5/6/6A
10G FIELD PLUG SHIELDED FOR 
CAT6A U/FTP, CAT6A F/FTP & CAT7A S/FTP

1.79”

0.55”

0.5”


