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SCP Unloaded Keystone Modular Patch Panels allow you to easily 
customize your network panel in the field. This allows you to maximize the 
use of panel space with multiple configuration options for copper, fiber, and 
multimedia keystone modules.  

Mounts to any 19inch rack, cabinet, or wall bracket. Includes rear cable 
management bar; port labels; and mounting hardware. 10GBaseT and 
backward compliant. 

DIMENSIONS & WEIGHT
SIZE: 19 in W x 5.1 in D x 1.7 in H
          48.2 cm W x 12.9 cm D x 4.4 cm H
WEIGHT: 1.3lb (0.6kg)

Universal fit panel with heavy-duty steel construction
 
Scratch-resistant powder-coat finish

Includes Grounding Wire 

ANSI/TIA 568.2-D

1 RU

RoHS Compliant 

Reach Compliant
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FEATURES & BENEFITS

SCP PART#:
324U-6ASH

24 PORT SHIELDED UNLOADED KEYSTONE PATCH PANEL, 1RU, REAR CABLE MGT 
BRACKET, SUPPORTS SHIELDED KEYSTONE JACKS FOR 10GBASET, CAT6 STP, 
CAT5E STP. JACKS SOLD SEPARATELY - BLACK - 1EA/BOX
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Physical Specifications

Panel 

RJ45 Jack Holder 

Cable Management Bar

SPCC with Black Coating

SPCC with Zinc plated

ABS+PC, Black

 
 

 
  

 
 

 
 

Environmental Specifications

Operating Temperature

Storage Temperature

Operating Humidity

14 - 140°F (-10 - 60°C)

40 - 154°F (-40 - 68°C)

10 – 90%, non-condensing
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