
Private Label & OEM Services
SCP is a manufacturer and product developer.  SCP is an industry leader in cable and connectivity 
development.  Are your interested in private label or OEM services for bulk cables or connectivity solutions?  
Private Label can differentiate your brand from the competition and improves customer retention. 
Let us know what your needs are to see if Private Label or OEM services is a better solution for you.		

For more information contact us at:
sales@scpcat5e.com | Phone: +1 (954) 327-5770 

DSV - SCP EU Warehouse: 
Marconiweg 3, Tholen 4691 SV, Netherlands
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Structured Cable Products (“SCP”), Fort Lauderdale, USA, is a leading manufacturer and global supplier 
of low voltage cables and connectivity accessories.  SCP cables provide the highest quality, performance 
and value on the market today.  SCP offers a wide variety of cables and accessories to accommodate 
most commercial/residential installations.  This Line Card contains our standard stock items for Audio 
and Coaxial cables available at our EU warehouse (The Netherlands). We have many other bulk cables 
that may be available through our USA warehouses, Custom Order, or through our Factory Direct 
Program.  All of the cables on this line card are CPR rated and many are UL Listed.

Audio Cables

Features Compliance Applications

Balanced line level audio and control.  Superior signal-to-noise ratio. Flexible and 
Round construction with HD Low Smoke Zero Halogen (LSZH) jacket.  CPR Compliant. 
Descending M/FT and Zone/Outlet Jkt Markings. SCP Tangle-Free Reelex II Box.

EN50575 CPR Compliant;  
IEC 60332-1-2; IEC 60754-1,2; IEC 61034-1,2; IEC 61156; 
RoHS  	

High performing audio and control distribution.  Permanent or Semi-Permanent Installations. 
Microphone/Intercom Distribution; Security and Power-Limited Control Circuits	
	

SCP Part Number Construction Nom. OD Jacket Installation Rated Packaged Length Weight 

22/2ESH-LSZH 2C/22AWG BC Str Twisted Pair w/Drain, Shielded 4.3mm HD LSZH - Gray Dca-s2,d2,a1 305m/1000ft Box 8.7kgs/19lbs

22/4EPSH-LSZH
(2) Pair 22AWG BC Str Twisted Pair w/Drain, Ea 

Pair Shielded
6.3mm HD LSZH - Gray Dca-s3,d2,a3 305m/1000ft Box 18.5kgs/41lbs

Manufacturer and Global Supplier

Coaxial Cables

Type 100 Dual Copper Screen Coax

Features Compliance Applications

Premium 75 Ohm Type 100. Comparable to WF-100 construction. Solid Bare Copper 
Conductor with Dual Copper Shields (Foil & Braid). CPR rated Eca. Descending M/FT and 
Zone/Outlet jacket markings. 

BS/EN50117, IEC 62821, EN50575 CPR Compliant;  
IEC 60332-1-2; RoHS  		

TV aerial and satellite installations.

SCP Part Number Construction Nom. OD Jacket Installation Rated Packaged Length Weight 

SCP100-LSZH 18AWG SOL BC FPE, Dual Shield CU Foil/CU Braid 6.6mm LSZH - Black Eca 250m/820ft Spool 14kgs/31lbs

RG6/U Dual Screen Coax

Features Compliance Applications

Premium 75 Ohm 3.0GHz Tested Dual Shield Coax, Solid Bare Copper Conductor, UL 
Listed,  Descending M/FT and Zone/Outlet Jkt Markings

UL CM CL2/3;
EN50575 CPR Compliant; 
RoHS  	

Audio/Video, CATV, CCTV transmission.

SCP Part Number Construction Nom. OD Jacket Installation Rated Packaged Length Weight 

RG6/U-BC-BK
18AWG SOL BC FPE, Bonded CU Foil, 

60% AL Braid
6.8mm PVC - Black UL CM, Eca 305m/1000ft Spool 14kgs/31lbs

RG6/U Quad Shield Coax

Features Compliance Applications

Premium 75 Ohm 3.0GHz Tested Quad (4) Shield Coax, UL Listed,  Descending M/FT and 
Zone/Outlet Jkt Markings.

UL CM; 
EN50575 CPR Compliant; 
RoHS  		

Audio/Video, CATV, SATV, Antenna	

SCP Part Number Construction Packaged Length Nom. OD Jacket / Color CPR Rating Installation Rated

RG6/U Quad Shield Coax - Solid Bare Copper (BC):

RG6/UQ-BC-BK
18AWG SOL BC FPE, Bonded AL Foil + AL Braid 

60% + AL Foil + AL Braid 40%
7.2mm PVC - Black UL CM, Eca 305m/1000ft Box 15.5kgs/34lbs

RG6/UQ-BC-BK-5
18AWG SOL BC FPE, Bonded AL Foil + AL Braid 

60% + AL Foil + AL Braid 40%
7.2mm PVC - Black UL CM, Eca 152m/500ft Box 8kgs/17.6lbs

RG6/UQ-BC-WT
18AWG SOL BC FPE, Bonded AL Foil + AL Braid 

60% + AL Foil + AL Braid 40%
7.2mm PVC - White UL CM, Eca 305m/1000ft Box 15.5kgs/34lbs

RG6/U Quad Shield Coax - Copper Clad Steel (CCS):

RG6/UQ-CCS-BK
18AWG CCS FPE, Bonded AL Foil + AL Braid 60% 

+ AL Foil + AL Braid 40%
7.2mm PVC - Black UL CM, Eca 305m/1000ft Box 15kgs/33lbs
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All weights and dimensions are approximate and every effort has been made to ensure its accuracy at time of publication.  The information herein is subject to change without notice.  


