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SCP PART#: SM-8
DESCRIPTION:
8 WAY VIDEO MODULE - 1 EA

UPC: 810070015633

Date  7/03/2019

EmCom Technology Inc Home wiring system(Video)

The Video Splitter Module is used to route the CATV or antenna signal to multiple 
locations. 

Features 

 Distribute a video signal outputs for up to 8 TVs
 Die-cast housing and printed circuit board
 Use with Video Amplifier for increased signal strength

Specification

Par t  No.  F-connec tor  D i rec t ion Max.  Locat ions  Frequency Range 
(MHz)

D imens ion  
Length  x  He igh t  

SM-8 Ver t i ca l 8 5-2300 6.3”  x  3”

Characteristics

Parameter
Frequency  

Range 
(MHz)  

SM-8

5-47 12.5   
47-1000 13.5   

1000-2050 17 .5   
2050-2150 18 .5   

Inser t ion  
Loss

In-Out  
(Max .  dB)  

2150-2300 18 .5   
5 -47 10.0   

47-1000 10.0   
1000-2050 10 .0   
2050-2150 10 .0   

Re turn  
Loss

In
(Min .  dB)  

2150-2300 10 .0   
5 -47 8 .0

47-1000 10.0   
1000-2050 10 .0   
2050-2150 10 .0   

Re turn  Loss  
Out  (M in .  

dB)
2150-2300 10 .0   

5 -47 20.0   
47-1000 20.0   

1000-2050 20 .0   
2050-2150 20 .0   

I so la t ion-Out
Out  

(M in .  dB)  
2150-2300 20 .0   

Packaging
 Each in Plaint White Box
 Instruction sheet included


