
SCP DIRECT BURIAL CABLES
Structured Cable Products Direct Burial Cables are the installer’s choice for your direct burial cable needs. All of our direct burial cables are manufactured 
and constructed specifically for direct burial installations. Our direct burial cables are recommended by leading A/V brands for use with their systems.

www.scpcat5e.com   
5607 Hiatus Road, Ste. 500, Tamarac, FL 33321, USA
Office Locations:  USA - Florida, Texas, Arizona 

Call: 866-470-5742 
Email: sales@scpcat5e.com

SCP PART NUMBER
CAT5E-25PR-DB
CAT5E-DB
CAT5E-DB-GEL 

CAT5E-SH-DB 

CAT6-DB 

CAT6SH-DB

CABLE DESCRIPTION
CAT5E 25 PAIR DIRECT BURIAL- 350 MHz 24 AWG SOLID UTP, GEL TYPE- BLACK- 1000 FT SPOOL
CAT5E DIRECT BURIAL- 350 MHz 24 AWG SOLID 4PR UTP, WBT, LLDPE JKT- BLACK- 1000 FT SPOOL
CAT5E DIRECT BURIAL GEL TYPE- 350 MHz 24 AWG SOLID 4PR UTP, GEL FILLED, LLDPE JKT- BLACK- 1000 FT 
SPOOL
CAT5E SHIELDED DIRECT BURIAL- 350 MHz 24 AWG SOLID 4PR F/UTP, GEL TYPE, LLDPE JKT- BLACK- 1000 
FT SPOOL
CAT6 DIRECT BURIAL- ENHANCED 550 MHz 23 AWG SOLID 4PR UTP, GEL TYPE, LLDPE JKT- BLACK- 1000 FT 
SPOOL
CAT6 SHIELDED DIRECT BURIAL- ENHANCED 550 MHz 23 AWG SOLID 4PR, F/UTP, GEL TYPE, LLDPE JKT- 
BLACK- 1000 FT SPOOL

NEC
CMX
CMX
CMX 

CMX 

CMX 

CMX

WT/LBS
158.00
25.50
28.5 

25.00 

39.00 

47.50

WT/KGS
71.82
11.59
12.95 

11.36 

17.73 

21.59

SCP PART NUMBER
14/2SP-DB-GEL 

14/2SP-DB-500 

14/2SHDB 

14/4SP-DB-GEL

CABLE DESCRIPTION
DIRECT BURIAL SPEAKER CABLE- 2C/14 AWG 105 STRAND OFC, GEL FILL, LLDPE JKT- BLACK- 1000 FT 
(305m) SPOOL
DIRECT BURIAL SPEAKER CABLE- 2C/14 AWG 105 STRAND OFC, GEL FILL, LLDPE JKT- BLACK- 500 FT (152 M) 
SPOOL
SHIELDED DIRECT BURIAL SPEAKER CABLE- 2C/14 AWG 105 STRAND OFC SHIELDED w/DRAIN- WBT, LLDPE 
JKT- BLACK- 1000 FT/ 305M SPOOL
DIRECT BURIAL SPEAKER CABLE- 4C/14 AWG 105 STRAND OFC, GEL FILL, LLDPE JKT- BLACK- 1000 FT (305m) 
SPOOL

NEC
CMX 

CMX 

CMX 

CMX

WT/LBS
47.00 

24.00 

49.00 

84.00

WT/KGS
21.36 

10.91 

22.27 

38.18

SCP PART NUMBER
12/2SHDB
14/2SHDB 

14/2SHDB-500 

14/4DB
14/4DB-500
16/2SHDB
16/2SHDB-500
16/4DB
16/4DB-500
18/2SHDB
18/4SHDB
18/6SHDB

CABLE DESCRIPTION
2C/ 12 AWG STRANDED SHIELDED- DIRECT BURIAL- 1000 FT SPOOL
SHIELDED DIRECT BURIAL SPEAKER CABLE- 2C/14 AWG 105 STRAND OFC SHIELDED w/DRAIN- WBT, LLDPE 
JKT- BLACK- 1000 FT/ 305M SPOOL
2C/14 AWG 105 STRAND OFC, SHIELDED- SPEAKER CABLE- DIRECT BURIAL, LLDPE JKT- BLACK- 500 FT 
SPOOL
4C/14 AWG BC STRANDED DIRECT BURIAL- BLACK- 1000 FT SPOOL
4C/14 AWG 105 STRAND OFC, SPEAKER CABLE- DIRECT BURIAL, LLDPE JKT- BLACK- 500 FT SPOOL
SHIELDED DIRECT BURIAL SPEAKER CABLE- 2C/16 AWG 65 STRAND OFC, LLDPE JKT- BLACK- 1000 FT SPOOL
SHIELDED DIRECT BURIAL SPEAKER CABLE- 2C/16 AWG 65 STRAND OFC, LLDPE JKT- BLACK- 500 FT SPOOL
4C/16 AWG BC STRANDED DIRECT BURIAL- BLACK- 1000 FT SPOOL
4C/16 AWG 65 STRAND OFC- SPEAKER CABLE- DIRECT BURIAL, LLDPE JKT- BLACK- 500 FT SPOOL
2C/18 AWG BC STRANDED SHIELDED DIRECT BURIAL, WBT, LLDPE JKT- BLACK- 1000 FT SPOOL
4C/18 AWG BC STRANDED, AL FOIL SHIELD, DIRECT BURIAL, LLDPE JKT- BLACK- 1000 FT SPOOL
6C/18 AWG BC STRANDED SHIELDED DIRECT BURIAL- BLACK- 1000 FT SPOOL

NEC
CMX
CMX 

CMX 

CMX
CMX
CMX
CMX
CMX
CMX
CMX
CMX
CMX

WT/LBS
67.00
49.00 

25.00 

82.50
42.00
33.50
17.00
53.50
27.00
25.00
64.00
56.50

WT/KGS
30.45
22.27 

11.36 

37.50
19.09
15.23
7.73
24.32
12.27
11.36
29.09
25.68

Security, Audio and Alarm: Common applications include wiring for intercoms, security systems, audio systems, background music 
systems, and power-limited control circuits.

Data Communications: For use with LAN networks, networking media and long distance data transfers.

Landscape Speaker Cables: For use with premium outdoor speaker systems, low voltage lighting, and other outdoor and direct burial applications.

SCP PART NUMBER
RG59/U-S-DB
RG59/U-S-DB-500
RG59/U95-DB

CABLE DESCRIPTION
RG59/U SIAMESE DIRECT BURIAL 20 AWG BC, 95% BRAID + 18/2 PWR- BLACK- 1000 FT- SPOOL
RG59/U SIAMESE DIRECT BURIAL 20 AWG BC, 95% BRAID + 18/2 PWR- BLACK- 500 FT SPOOL
RG59/U CCTV DIRECT BURIAL- 20 AWG BC, 95% BC BRAID- BLACK- 1000 FT SPOOL

NEC
CMX
CMX
CMX

WT/LBS
45
23.00
25.00

WT/KGS 
20.45
10.45
11.36

SCP PART NUMBER
RG6/U-DB 

RG6/UDC-DB 

RG6/UQ-DB
RG6/UQ-DB-CCS
RG11/U-DB

CABLE DESCRIPTION
RG6/U 3.0 Ghz CATV DIRECT BURIAL 18 AWG CCS 60% AL BRAID, GEL FILLED, PE DIRECT BURIAL JACKET- 
BLACK- 1000 FT SPOOL
RG6/U HDTV SERIAL DIGITAL COAX 3.0 GHz DIRECT BURIAL- 18 AWG BC, 100% AL FOIL, 95% TC BRAID,  GEL 
FILLED, LLDPE JKT- 500 FT/ 152 M SPOOL- BLACK
RG6/U QUAD SHIELD DIRECT BURIAL 18 AWG BC 60%/40% AL BRAID -1000 FT SPOOL
RG6/U QUAD SHIELD DIRECT BURIAL 18 AWG CCS 60%/40% AL BRAID -1000 FT SPOOL
RG11/U DIRECT BURIAL- BLACK- 1000 FT SPOOL

NEC
CMX 

CMX 

CMX
CMX
CMX

WT/LBS
24.00 

26.00 

28.50
28.50
68.00 

WT/KGS 
10.91 

11.82 

12.95
12.95
30.91

Coax CCTV: For use with video surveillance systems, CCTV plus audio, and analog video.

Coax CATV/Satellite: For use with analog video, CATV, Satellite, MATV, and commercial AV applications.


